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PRODUCT FEATURES

Type: 	 Suspension, ceiling, wall

Applications: 	 Indoor

Luminaire material: 	 Aluminium

Light source: 	 LED

Line voltage: 	 120V 60Hz

Wattage: 	 12, 24, 30

Delivered lumens:	 650 lumens/ft - 685 lumens/ft

Color Temp:	 3000K, 4000K

CRI:	 80+

2BE
Design: Enrico Corelli

Luminaire with LED lighting system.
Wall-mounted, ceiling, high-bay installation.
Polycarbonate louver protection.
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2BE
Design: Enrico Corelli

W/ft 3000 K CRI 80 4000 K CRI 80

5.5 650 lumens/ft 685 lumens/ft

Ordering info

Model Color Lenght Finish

----- ---- --

TB103  12W120V

TB104  24W120V
TB105  30W120V

8030
8040

27,56” 

51,18” 
62.60” 

02 black
18 grey

Other on request

Ordering example :TB103 8030 02

Model Adapter Color Lenght Finish

----- - ---- --

TB107  12W120V

TB108  24W120V
TB109  30W120V

X Global(*)  XTS compatible 8030
8040

27,56” 

51,18” 
62.60” 

02 black
18 grey

Other on request

Ordering example :TB103 X 8030 .02
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2BE
Design: Enrico Corelli

Photometry 

Multiplying factors: (Multiplying Factor is based on 80CRI/3000K)

Candelas at Nadir

Deg Candela

0 348.86

5 349.40

15 344.29

25 330.98

35 310.14

45 282.45

8030 12W 3000K CRI80
Lumens: 1418

CCT 80CRI/3000K 80CRI/4000K

Factor 1.0 1,053

Wattage 12W 24W 30W

Factor 1.0 2 2.5
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